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Operations Report December 2025 

 
Base Operations 

NA 

Distribution Overview 

NA  
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Compliance Analysis 

Samples Collected: 1 of 1 

12/17 – Monthly Routine Bacteria Test 
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Additional Services 

N/A 

Recommended Maintenance – In order of importance 

 

1. Fire hydrants (reason for high priority, the ability to suppress fires) 
 

a. Fire hydrant at the corner of NE Beverly Dr and NE 121st St, does not operate 
correctly, will not open. ($20,000) 

b. Fire hydrant at NE Benton St and NE 121st St, hydrant valve does not open, 
barrel does not drain properly, poor condition overall. ($25,000) 

c. Fire hydrant at the corner of NE Benton St and NE 115th St is buried in sand, 
needs to be uncovered. ($25,000) 

 
- Several of the fire hydrants through the system are in poor condition. The valves are 
hard to operate and risk breaking. In addition, the system should authorize a flushing 
plan (each year at minimum) to keep the hydrants clear of iron and oiled properly.  
 

2. Splicing new water meters into system for 67 service connections. ($200,000) 
The system is not completely metered, and in some cases the shut-off valves are 
missing. NWNWS recommends installing a water meter at each of the remaining 
services and reading the usage monthly. This will provide a clear distinction between 
the district’s water line and the residents’ plumbing, every resident would have the 
same ability to check their residence for leaks, allow for billing based on consumption 
and would allow the district to track their loss factor through the existing infrastructure. 
 

3. Blowoffs (To ensure the water stays clean, to flush out dead end pipes)  
 

a. Blowoff across from address 11663 NE Averys St, does not turn, needs to be 
repaired. 

b. There is a blowoff in front of the address 11730 NE Beverly Dr that needs to 
be located. 

c. There is a 2in blowoff at the corner of NE 113th St and NE Benton St., cannot 
operate valve, and valve is offset. 
 

4. The access docks to the raw water intake are in poor condition. They will need to be 
rebuilt or rehabilitated for safety reasons. 
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Administrative Comments 

1. The Beverly Beach treatment plant has potential to be more automated but is 
limited by the technology invested in it. NWNWS would like to undergo a review of 
the plant’s capacity and outline a cost-benefit analysis to improve the plant’s 
capabilities. Examples include a reservoir pressure transducer with transponder, 
real time chlorine/pH/turbidity monitoring, self-adjusting alum dosing capabilities, 
etc. 


